State of New York
Office of Fire Prevention and Control

1220 Washington Avenue, Bldg 7A
Albany, NY 12226

Phone#: (518) 474-6746

Fax#: (518) 474-3240

REPORT OF INSPECTION
AND
NOTICE OF VIOLATION

Facility: SUNY Canton Col | ege of
Technol ogy

You are hereby notified that an inspection of the above nanmed facility by the New York State O fice of
Fire Prevention and Control disclosed violations of the New York State UniformFire Prevention and
Bui | di ng Code. The nature and | ocation of the violations are specified on the acconpanyi ng pages.

These viol ati ons pose a potential for physical injury or death to the occupants of the building due to
fire. Failure to renedy the violations by the date specified will expose the college or university to
penal ties based on the severity of the hazard(s), of up to five hundred dollars per day that the

viol ati ons continue beyond the specified abatenment date, and/or closure of the building if conditions
constitute an immnent threat to public health or safety.

Verification that the corrective action has been taken will be perforned through re-inspection of the
ef fected property.

Any questions relating to this inspection should be directed to the New York State Office of Fire

Prevention and Control - Fire and Life Safety Branch at the |ocation indicated bel ow

Di strict Supervisor:

T4 (WMkan

wa
McCrae, Brian
Deputy Chi ef
I nspector : McGowan, Kenneth
O 1220 Washington Ave.

State Office Campus Building 7A, Floor 2
Albany, NY 12226
518-474-6746 518-474-3240 (fax)fire@dhses.ny.gov
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REPORT OF INSPECTION
NOTICE OF VIOLATION

Agency: State University of New York System | D#: 709
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Facility: SUNY Canton Col |l ege of Technol ogy Escort: Anthony M Caracciolo
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Revi ewed by:
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Agency Cont act : Dr. Zvi Szafran

34 Cornell Drive, MacArthur Hall 616
Canton, NY 13617
Phone (315) 386-7934

Countvy: St. Lawence

—————————————————————————————— Building Information -----------cmommmm oo
Type of Construction: 2

Nunber of stories: 3

Total square feet: 95965

Bui | di ng Condition: In Normal use



Agency:
Regi on:
Facility:
Bui | di ng:

85 Vi ol ati on:

Hazard C's.:
Code Refer.:

Abat e By:
Locati on:

Descri pti on:

86 Vi ol ati on:

Hazard O s.:
Code Refer.:

Abat e By:
Locati on:

Descri pti on:

87 Vi ol ati on:

Hazard Cs.:
Code Refer.:

Abat e By:
Locati on:

Descri pti on:

88 Vi ol ati on:

Hazard O s.:
Code Refer.:

Abat e By:
Locati on:

Descri pti on:

89 Vi ol ati on:

Hazard d s.:
Code Refer.:

Abat e By:
Locati on:

Descri pti on:

90 Vi ol ati on:

Hazard d s.:
Code Refer.:

Abat e By:

| nspecti on Report Page :

State University of New York

None

SUNY Cant on Col | ege of Technol ogy
M|l er Canpus Center

------------------- Violations ----------mmmmmmmm i

No docunentation available of testing the el evators.
M ni mal

20PM 606. 1

03/ 29/ 2023

Bui | di ng

No docunentation available of testing the el evators.

The fire-resistance rating of the following fire-resistance-rated
construction shall be nmaintained: 1.Structural menbers. 2.Exterior
walls. 3.Fire walls, fire barriers, fire partitions. 4.Horizontal
assenblies. 5.Shaft encl osures.

M ni mal

20F-701.2

03/ 29/ 2023

Basenent CA breakroom

M ssing ceiling tiles - Baserment CA breakroom

Conpressed gas contai ners, cylinders and tanks shall be secured to
prevent falling caused by contact, vibration or seismc activity.
Securing of conpressed gas containers, cylinders and tanks shall be by
one of the follow ng nethods: 1.Securing containers

M ni mal

20F-5303.5.3

03/ 29/ 2023

Ki t chen

CO cylinders not secured - Basenment CA breakroom

The fire-resistance rating of the following fire-resi stance-rated
construction shall be maintained: 1.Structural menbers. 2.Exterior
walls. 3.Fire walls, fire barriers, fire partitions. 4.Horizontal

assenblies. 5.Shaft enclosures.

M ni mal

20F-701. 2

03/ 29/ 2023

Kitchen - front area

M ssing ceiling tiles - Basement CA breakroom

Swinging fire doors shall close fromthe full-open position and | atch
automatically

M ni mal

15F-703.2.3

03/ 29/ 2023

Ki t chen

Door chocked open - hold open device not working - Kitchen

The fire-resistance rating of the following fire-resistance-rated
construction shall be maintained: 1.Structural menbers. 2.Exterior
walls. 3.Fire walls, fire barriers, fire partitions. 4.Horizontal

assenblies. 5.Shaft enclosures.

M ni nmal
20F-701. 2
03/ 29/ 2023
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92

Locati on:

Descri pti on:

Vi ol ati on:

Hazard O s.:
Code Refer.:

Abat e By:
Locati on:

Descri pti on:

Vi ol ati on:

Hazard C's.:
Code Refer.:

Abat e By:
Locati on:

Descri pti on:

Cl ean room
M ssing ceiling tiles - Cean room

Swinging fire doors shall close fromthe full-open position and | atch
automatical ly

M ni nal

15F-703.2.3

03/ 29/ 2023

Chiller room

Door chocked open - Chiller room

Mechani cal equi pnent, appliances, fireplaces, solid fuel-burning
appl i ances, cooking appliances and water heating appliances shall be
properly installed and maintained in a safe working condition, and
shal | be capabl e of performng the intended function

M ni mal
20PM 603. 1
03/ 29/ 2023
Boi | er room

Boi | er #NY 195060 - leaking fluid in nunerous area on exhaust piping -
Boi | er room



Vi ol ati on#: 85

ADDI TI ONAL EXPLANATI ON
No documentation available of testing the el evators.

CHAPTER 6 MECHANI CAL AND ELECTRI CAL REQUI REMENTS.
SECTI ON 606 ELEVATCORS, ESCALATORS AND DUMBWAI TERS

606.1 Ceneral. Elevators, dunbwaiters and escal ators shall be
mai ntained in conpliance with ASME Al7.1. The npbst current
certificate of inspection shall be on display at all tines
within the elevator or attached to the escal ator or

dunmbwai ter, be available for public inspection in the office
of the building operator or be posted in a publicly

conspi cuous | ocation approved by the building official. The
i nspection and tests shall be perforned at not |ess than the
periodic intervals listed in ASME A17.1, Appendi x N, except
where ot herwi se specified by the authority having
jurisdiction.

Vi ol ati on#: 86

The fire-resistance rating of the following fire-resistance-
rated construction shall be nmaintained: 1.Structural nenbers.
2. Exterior walls. 3.Fire walls, fire barriers, fire
partitions. 4.Horizontal assenblies. 5.Shaft enclosures.

Part 111—-Building and Equi pment Design Features

CHAPTER 7 FI RE AND SMOKE PROTECTI ON FEATURES

SECTI ON 701 GENERAL

701.2 Fire-resistance-rated construction. The fire-resistance
rating of the following fire-resistance-rated construction
shal | be naintai ned:

(1.) Structural menbers.

(2.) Exterior walls.

(3.) Fire walls, fire barriers, fire partitions.

(4.) Horizontal assenblies.

(5.) Shaft encl osures.

701. 2. 1 Hangi ng di spl ays. The hangi ng and di spl ayi ng of

sal abl e goods and ot her decorative materials from acoustica
ceiling systenms that are part of a fire-resistance-rated

hori zontal assenbly shall be prohibited.
SECTI ON 702 DEFI NI TI ONS

Vi ol ati on#: 87

Conpressed gas containers, cylinders and tanks shall be
secured to prevent falling caused by contact, vibration or
seisnmic activity. Securing of conpressed gas containers,
cylinders and tanks shall be by one of the follow ng nethods:
1. Securing containers



Part V-Hazardous Materials

CHAPTER 53 COWVPRESSED GASES

SECTI ON 5303 GENERAL REQUI REMENTS

5303.5 Security. Conpressed gas containers, cylinders, tanks
and systens shall be s ecured agai nst accidental dislodgenent
and agai nst access by unaut hori zed personnel in accordance
with Sections 5303.5.1 through 5303.5. 3.

5303. 5. 3 Securing conpressed gas containers, cylinders and
tanks. Conpressed gas containers, cylinders and tanks shal

be secured to prevent falling caused by contact, vibration or
seisnmic activity. Securing of conpressed gas containers,
cylinders and tanks shall be by one of the foll ow ng nethods:

(1.) Securing containers, cylinders and tanks to a fixed
object with one or nore restraints.

(2.) Securing containers, cylinders and tanks on a cart or
ot her nobil e device designed for the novenent of conpressed
gas contai ners, cylinders or tanks.

(3.) Nesting of conpressed gas containers, cylinders and
tanks at container filling or servicing facilities or in
sell ers’ warehouses not open to the public. Nesting shall be
al l oned provided that the nested containers, cylinders or
tanks, if dislodged, do not obstruct the required neans of
egress.

(4.) Securing of conpressed gas containers, cylinders and
tanks to or within a rack, framework, cabinet or simlar
assenbly designed for such use.

Exception: Conpressed gas containers, cylin- ders and tanks

in the process of exam nation, filling, transport or
servi ci ng.
Vi ol ati on#: 88 The fire-resistance rating of the followi ng fire-resistance-

rated construction shall be naintained: 1.Structural nenbers.
2.Exterior walls. 3.Fire walls, fire barriers, fire
partitions. 4.Horizontal assenblies. 5.Shaft enclosures.

Part 111—Buil ding and Equi pment Design Features

CHAPTER 7 FI RE AND SMOKE PROTECTI ON FEATURES

SECTI ON 701 GENERAL

701.2 Fire-resistance-rated construction. The fire-resistance
rating of the following fire-resistance-rated construction
shal | be mai ntai ned:

(1.) Structural nenbers.

(2.) Exterior walls.

(3.) Fire walls, fire barriers, fire partitions.

(4.) Horizontal assenblies.

(5.) Shaft encl osures.

701. 2.1 Hangi ng di splays. The hangi ng and di spl ayi ng of

sal abl e goods and ot her decorative materials fromacoustica
ceiling systens that are part of a fire-resistance-rated

hori zontal assenbly shall be prohibited.
SECTI ON 702 DEFI NI TI ONS

Vi ol ation#: 89 Swinging fire doors shall close fromthe full-open position
and latch automatically



CHAPTER 7 FI RE AND SMOKE PROTECTI ON FEATURES

SECTI ON 703 FI RE- RESI STANCE- RATED CONSTRUCTI ON

703. 2 Opening protectives. Opening protectives shall be

mai ntai ned in an operative condition in accordance with NFPA
80. Where allowed by the fire code official, the application
of field-applied | abels associated with the maintenance of
openi ng protectives shall follow the requirenments of the
approved third-party certification organization accredited
for listing the opening protective. Fire doors and snoke
barrier doors shall not be bl ocked or obstructed, or

ot herwi se nmade i noperable. Fusible links shall be repl aced
prompt |y whenever fused or damaged. Fire door assenblies
shal | not be nodifi ed.

703. 2. 3 Door operation. Swinging fire doors shall close from
the full-open position and |latch automatically. The door
closer shall exert enough force to close and latch the door
fromany partially open position

Part 111 Building and Equi pment Design Features

Vi ol ati on#: 90

The fire-resistance rating of the follow ng fire-resistance-
rated construction shall be naintained: 1.Structural nenbers.
2.Exterior walls. 3.Fire walls, fire barriers, fire
partitions. 4.Horizontal assenblies. 5.Shaft enclosures.

Part 111—Building and Equi pment Design Features

CHAPTER 7 FI RE AND SMOKE PROTECTI ON FEATURES

SECTI ON 701 GENERAL

701.2 Fire-resistance-rated construction. The fire-resistance
rating of the following fire-resistance-rated construction
shal | be mai ntai ned:

(1.) Structural nenbers.

(2.) Exterior walls.

(3.) Fire walls, fire barriers, fire partitions.

(4.) Horizontal assenblies.

(5.) Shaft encl osures.

701. 2.1 Hangi ng di splays. The hangi ng and di spl ayi ng of

sal abl e goods and ot her decorative materials from acoustica
ceiling systens that are part of a fire-resistance-rated

hori zontal assenbly shall be prohibited.
SECTI ON 702 DEFI NI TI ONS

Violation#: 91

Swinging fire doors shall close fromthe full-open position
and |l atch automatically

CHAPTER 7 FI RE AND SMOKE PROTECTI ON FEATURES

SECTI ON 703 FI RE- RESI STANCE- RATED CONSTRUCTI ON

703. 2 Opening protectives. Opening protectives shall be

mai ntained in an operative condition in accordance with NFPA
80. Where allowed by the fire code official, the application
of field-applied | abels associated with the maintenance of
openi ng protectives shall follow the requirenments of the
approved third-party certification organization accredited
for listing the opening protective. Fire doors and snoke
barrier doors shall not be bl ocked or obstructed, or

ot herwi se made i noperable. Fusible links shall be repl aced
pronptly whenever fused or damaged. Fire door assenblies
shal | not be nodifi ed.

703. 2.3 Door operation. Swinging fire doors shall close from
the full-open position and | atch autonatically. The door

cl oser shall exert enough force to close and latch the door
fromany partially open position

Part |1l Building and Equi pmrent Desi gn Features




Viol ation#: 92 Mechani cal equi pnent, appliances, fireplaces, solid fuel-
bur ni ng appliances, cooking appliances and water heating
appl i ances shall be properly installed and naintained in a
saf e working condition, and shall be capable of perforning
the intended function

CHAPTER 6 MECHANI CAL AND ELECTRI CAL REQUI REMENTS.
SECTI ON 603 MECHANI CAL EQUI PMENT.

603. 1 Mechani cal equi pnent and appliances. Mechani ca

equi prrent, appliances, fireplaces, solid fuel-burning
appl i ances, cooking appliances and water heating appliances
shall be properly installed and maintained in a safe working
condition, and shall be capable of perforning the intended
functi on.




ADMINISTRATIVE RIGHT OF APPEAL
GENERAL

Requests for clarification and questions related to this inspection report should be directed first to the inspector identified on the
report. Follow up or further inquiry may be made to the district supervisor of the Office of Fire Prevention and
Control, Fire and Life Safety Branch responsible for the region in which the building is located.

To formally dispute a violation, a request for review must be presented in writing, with clear explanation of the circumstances to:

Chief of the Fire and Life Safety Branch
Office of Fire Prevention and Control
1220 Washington Avenue, Bldg 7A
Albany, NY 12226
(518)-474-6746

If there is the desire to challenge that determination a formal appeal may be made to the Deputy State Fire Administrator for
Enforcement at the above address. Such appeal must be presented in writing and clearly detail justification for the dispute.

LEGAL VARIANCE

To pursue relief from strict application of the requirements of the New York State Uniform Fire Prevention and Building Code
(Uniform Code), a “variance” may be pursued. The procedures for variances and appeals regarding the Uniform Code are
established in 19 NYCRR Part 1205. Requests for a variance generally require a hearing before a Board of Review. Some
requests for a variance can be resolved through an administrative process when NYS Department of State staff determines it is
appropriate. For additional information, or to initiate a variance or appeal process, contact should be made with the appropriate
Department of State regional office. An application for a variance or appeal of a local determination regarding applicable
provisions of the New York State Uniform Fire Prevention and Building Code may be found at:
http://www.dos.ny.gov/dcea/pdf/varianceapp_311.pdf

COMPLIANCE PLANS

With justification, a time extension to abate a specific violation may be granted. Such extensions are determined “Compliance
Plans” because they are only considered if the request demonstrates a detailed, legitimate plan that reasonably assures
compliance by the date requested. Compliance plans may be submitted as a written request to the regional Fire and Life Safety
Branch Deputy Chief at the address provided on this notice. To be considered, the request must be in writing and must set forth
work already accomplished, the work remaining, the reason why an extension of time is necessary, and the date by which all
work will be completed. All possible supporting and justifying documentation should accompany the request. Time extensions
are not automatic or guaranteed. They are granted solely on the merit of each compliance plan. The compliance plan must be
completed and signed by a member of the requesting agency’s management team that is authorized to commit project funding,
provide timelines, and commit the agency to the legal specifications of the request.

Take notice that an application for an extension constitutes a legal obligation to correct the violation by the date granted and that
failure to meet the conditions of said compliance plan will result in the assessment of penalties accrued during the extension
period.


http://www.dos.ny.gov/dcea/pdf/Part1205.pdf
http://www.dos.ny.gov/dcea/pdf/Part1205.pdf
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http://www.dos.ny.gov/dcea/board_rev.html
http://www.dos.ny.gov/dcea/reg_off_cty.html
http://www.dos.ny.gov/dcea/pdf/varianceapp_311.pdf
http://www.dos.ny.gov/dcea/pdf/varianceapp_311.pdf
http://www.dos.ny.gov/dcea/pdf/varianceapp_311.pdf

